
At Grow Elite, we design and 
manufacture our own professional 
grow lights for large scale and 
commercial growers. 

Our grow lights are built to 
address quality, yield, and the 
balance between crop costs 
and profitability.

GrowEliteLED.com

Nine Bar 
900W Modular 

Grow Light
®

LED Horticulture Lighting

High Output

Low Maintenance

High Output

Low Maintenance



 •  Far Red   
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 •  UV   
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600 & 300W 
LED Power 

Supply

Dimmable Horticulture 
LED Power Supply

+ 
External LED Drivers
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®

LED Horticulture Lighting

Quick
assembly /

removal

Flush Mount or Suspend      

IP67
Connectors

Features 
2 open bar mounts.

Nine Bar 900W 
Modular Grow Light

Nine LED Bar (100W)

Models EG90W9
4' Six Bar HO Modular 

Grow Light w/ GD60 Driver

120-277V; 277-480VInput Voltage ( VAC )

Wattage 600 W
Dimmab ility 0-10V Dim-to-o�  

Distributio n An gle 120 °
PP F
E�cacy

1600 µMol/s
2.5 µMol/j 

Location R ating UL Wet

Therma l Ma nagemen t Passive

L70: 150,000 hrs @ 40° C
L90: 45,000 hrs @ 40° CAverage R ated Life

Operating 
Tempe rature Min - 13°F (-25° C ),  M ax 113°F (45° C)

0.98Power Factor
Open Table; Vertical Racking

Powder C oated Aluminum

>IP 6 5

43” width x 44.5” length x 3.75” height

32lbs 
Spectru m Full S pectrum

Descript ion
Nine Bar HO Modular Grow Light  

w/ GD600W & GD300W Drivers

120-277V 277-480VInput Voltage ( VAC )

GEEG-900W9-FS 
55411111 55411111

GEEG-900W6-FS-HVOrder Code
Order #

Wattage 900 W

Dimmab ility 0-10V Dim-to-o�  

Distributio n An gle 120 °
PP F
E�cacy

2200 µMol/s
2.4 µMol/j 

1400 µMol/s
2.4 µMol/j 

Location R ating UL Wet
Therma l Ma nagemen t Passive

L70: 150,000 hrs @ 40° C
L90: 45,000 hrs @ 40° CAverage R ated Life

Operating 
Tempe rature Min - 13°F (-25° C ),  M ax 113°F (45° C)

0.98Power Factor
Appl ications Open Table; Vertical Racking
Frame & Finis h Powder C oated Aluminum

Ingress P rotection >IP 6 5

Dimensions 44.5” width x 42.8” length x 3.75” height

Spectru m Full S pectrum
46lbs 

EG90W9C
GENERAL SPECIFICATIONS:

Product Weight

Order Code 120V 208V 240V 277V 347V 400V 480V

GEEG-900W9-FS 7.50 4.33 3.75 3.25
GEEG-900W9-FS-C 3.25 2.59 2.25 1.88

Amps

NOMINAL AMPERAGE BY VOLTAGE:


