
All specifications are subject to change without notice.
All reported values are typical values, measured under laboratory conditions @ 25o C (77o F).

Actual performance can vary slightly as a result of end-user application & environment.
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SCST | SELECTABLE STRIP SERIES
3 COLOR PREFERENCE® | 3 LUMEN BOOST®

PRODUCT OVERVIEW
ETI’s Selectable Strip Series offers versatile lighting solutions with 3 Color Preference® 
field-selectable CCT options and 3 LumenBoost® selectable light levels. Available 
in both rounded and square tube designs, these integrated LED strip lights come in 
4’ and 8’ lengths to fit a variety of applications. Designed for easy installation and 
long-lasting performance, they deliver customizable, high-quality illumination.
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Model # Description Continuous 
Runs Watts Lumens L W H weight 

(lbs)
B01126501A 4’ Round up to 6 23/32/45 3000/4000/6000 48.0” 2.7” 2.8” 2.4
B01127501A 8’ Round up to 3 40/56/80 6000/8000/11000 95.3” 2.7” 2.8” 4.8
B01086501A 4’ Square up to 6 23/32/46 3000/4000/6000 48.0” 2.7” 2.8” 2.6
B01087501A 8’ Square up to 3 40/56/80 6000/8000/11000 95.3” 2.7” 2.8” 5.2

Integrated LED with diffused lens and white post-painted formed steel housing
Long Life: > 150,000 hours (projected L70)
3 CCT: 3000K, 4000K, 5000K    |    CRI: 80+
-4°F and +104°F (-20° C and +40° C).


